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(iii) The owner or operator shall 
maintain the volumetric flow rate(s) at 
or above the value(s) established dur-
ing the most recent in-draft determina-
tion at all times the sinter machine is 
in operation. Volumetric flow rate(s) 
shall be calculated as a 15-minute aver-
age. 

(iv) If the volumetric flow rate is 
monitored at the control device inlet, 
the owner or operator shall check and 
record damper positions daily to ensure 
they are in the positions they were in 
during the most recent in-draft deter-
mination. 

(3) An owner or operator may request 
an alternative monitoring method by 
following the procedures and require-
ments in § 63.8(f) of the General Provi-
sions. 

§ 63.1548 Notification requirements. 
(a) The owner or operator of a pri-

mary lead smelter shall comply with 
all of the notification requirements of 
§ 63.9 of subpart A, General Provisions. 

(b) The owner or operator of a pri-
mary lead smelter shall submit the fu-
gitive dust control standard operating 
procedures manual required under 
§ 63.1544(a) and the standard operating 
procedures manual for baghouses re-
quired under § 63.1547(a) to the Admin-
istrator or delegated authority along 
with a notification that the smelter is 
seeking review and approval of these 
plans and procedures. Owners or opera-
tors of existing primary lead smelters 
shall submit this notification no later 
than November 6, 2000. The owner or 
operator of a primary lead smelter that 
commences construction or reconstruc-
tion after April 17, 1998, shall submit 
this notification no later than 180 days 
before startup of the constructed or re-
constructed primary lead smelter, but 
no sooner than September 2, 1999. 

§ 63.1549 Recordkeeping and reporting 
requirements. 

(a) The owner or operator of a pri-
mary lead smelter shall comply with 
all of the recordkeeping requirements 
of § 63.10 of subpart A, General Provi-
sions. 

(b) In addition to the general records 
required by paragraph (a) of this sec-
tion, each owner or operator of a pri-
mary lead smelter shall maintain for a 

period of 5 years, records of the infor-
mation listed in paragraphs (b)(1) 
through (b)(8) of this section. 

(1) Production records of the weight 
and lead content of lead products, cop-
per matte, and copper speiss. 

(2) Records of the bag leak detection 
system output. 

(3) An identification of the date and 
time of all bag leak detection system 
alarms, the time that procedures to de-
termine the cause of the alarm were 
initiated, the cause of the alarm, an ex-
planation of the actions taken, and the 
date and time the cause of the alarm 
was corrected. 

(4) Any recordkeeping required as 
part of the practices described in the 
standard operating procedures manual 
required under § 63.1544(a) for the con-
trol of fugitive dust emissions. 

(5) Any recorkeeping required as part 
of the practices described in the stand-
ard operating procedures manual for 
baghouses required under § 63.1547(a). 

(6) If an owner or operator chooses to 
demonstrate continuous compliance 
with the sinter building in-draft re-
quirement under § 63.1543(c) by employ-
ing the method allowed in § 63.1546(i)(1), 
the records of the daily doorway in- 
draft checks, an identification of the 
periods when there was not a positive 
in-draft, and an explanation of the cor-
rective actions taken. 

(7) If an owner or operator chooses to 
demonstrate continuous compliance 
with the sinter building in-draft re-
quirement under § 63.1543(c) by employ-
ing the method allowed in § 63.1546(i)(2), 
the records of the output from the con-
tinuous volumetric flow monitor(s), an 
identification of the periods when the 
15-minute volumetric flow rate dropped 
below the minimum established during 
the most recent in-draft determina-
tion, and an explanation of the correc-
tive actions taken. 

(8) If an owner or operator chooses to 
demonstrate continuous compliance 
with the sinter building in-draft re-
quirement under § 63.1543(c) by employ-
ing the method allowed in § 63.1546(i)(2), 
and volumetric flow rate is monitored 
at the baghouse inlet, records of the 
daily checks of damper positions, an 
identification of the days that the 
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damper positions were not in the posi-
tions established during the most re-
cent in-draft determination, and an ex-
planation of the corrective actions 
taken. 

(c) Records for the most recent 2 
years of operation must be maintained 
on site. Records for the previous 3 
years may be maintained off site. 

(d) The owner or operator of a pri-
mary lead smelter shall comply with 
all of the reporting requirements of 
§ 63.10 of subpart A, General Provisions. 

(e) In addition to the information re-
quired under § 63.10 of the General Pro-
visions, the owner or operator shall 
provide semi-annual reports containing 
the information specified in paragraphs 
(e)(1) through (e)(7) of this section to 
the Administrator or designated au-
thority. 

(1) The reports shall include records 
of all alarms from the bag leak detec-
tion system specified in § 63.1547(e). 

(2) The reports shall include a de-
scription of the actions taken following 
each bag leak detection system alarm 
pursuant to § 63.1547(f). 

(3) The reports shall include a cal-
culation of the percentage of time the 
alarm on the bag leak detection system 
sounded during the reporting period 
pursuant to § 63.1547(g). 

(4) If an owner or operator chooses to 
demonstrate continuous compliance 
with the sinter building in-draft re-
quirement under § 63.1543(c) by employ-
ing the method allowed in § 63.1546(i)(1), 
the reports shall contain an identifica-
tion of the periods when there was not 
a positive in-draft, and an explanation 
of the corrective actions taken. 

(5) If an owner or operator chooses to 
demonstrate continuous compliance 
with the sinter building in-draft re-
quirement under § 63.1543(c) by employ-
ing the method allowed in § 63.1546(i)(2), 
the reports shall contain an identifica-
tion of the periods when the 15-minute 
volumetric flow rate(s) dropped below 
the minimum established during the 
most recent in-draft determination, 
and an explanation of the corrective 
actions taken. 

(6) If an owner or operator chooses to 
demonstrate continuous compliance 
with the sinter building in-draft re-
quirement under § 63.1543(c) by employ-
ing the method allowed in § 63.1546(i)(2), 

and volumetric flow rate is monitored 
at the baghouse inlet, the reports shall 
contain an identification of the days 
that the damper positions were not in 
the positions established during the 
most recent in-draft determination, 
and an explanation of the corrective 
actions taken. 

(7) The reports shall contain a sum-
mary of the records maintained as part 
of the practices described in the stand-
ard operating procedures manual for 
baghouses required under § 63.1547(a), 
including an explanation of the periods 
when the procedures were not followed 
and the corrective actions taken. 

(8) The reports shall contain a sum-
mary of the fugitive dust control meas-
ures performed during the required re-
porting period, including an expla-
nation of any periods when the proce-
dures outlined in the standard oper-
ating procedures manual required by 
§ 63.1544(a) were not followed and the 
corrective actions taken. The reports 
shall not contain copies of the daily 
records required to demonstrate com-
pliance with the requirements of the 
standard operating procedures manuals 
required under §§ 63.1544(a) and 
§ 63.1547(a). 

§ 63.1550 Implementation and enforce-
ment. 

(a) This subpart will be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or Tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if this subpart 
is delegated to a State, local, or Tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or Tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or Trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or Tribal 
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